Horizontal Bandsaws
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A Complete Line of Precision General
Purpose Horizontal Bandsaws

@ Precision Manual Bandsaws
@ Precision Semi-Automatic Bandsaws
® Precision Fully-Automatic Bandsaws




Clausing/Kalamazoo
8" (200mm) Wet Cutting
Bandsaw

Features:

Specifications

Model KC812w

Type Horizontal wet cut

Drive Motor 1 Hp (.75kw) 110v or 220v 1 Ph

Band Wheel Diameter
Blade Size

Bed Height
Blade Speeds (4)

90° Cutting Capacity
Round
Square
Rectangular (H x W)
45° Cutting Capacity
Round
Square
Rectangular (H x W)
Width
Depth
Height (head-up)
Height (head-down)
Net Weight
Shipping Weight
Shipping Dim. (LxWxH)

11.5" (292mm) Flanged, Cast Iron

1" x .035" x 8'-11"
(27 x .9 x 2720mm)
24.8" (639mm)

59, 96, 155, 260 fpm
(18, 29, 47, 79 m/min)

8" (190mm)
7" (180mm)
7" x 14" (180 x 355mm)

7.5" (200mm)

6" (152mm)

6" x 9" (152 x 228mm)
59" (1500mm)

24.6" (625mm)

63" (1600mm)

45" (1150mm)

484 |bs (220kg)

580 Ibs (263kg)

58" x 30" x 48"
(1475 x 762 x 1220mm)

* 1 Hp (75kw) drive motor with magnetic
starter and overload protection

e 4 speed step pulley with worm gear
speed reducer, worm shaft is hardened
and ground

¢ Totally enclosed transmission

e Heavy-duty hydraulic cylinder with
precision ground hinge support

* Pan shaped base with built-in coolant &
hydraulic system

e Cast iron bed

* Carbide blade guides with roller bearings

* Two additional bearings to support blade
from the top

¢ Integral coolant system

Blade brush

Valve controlled hydraulic cylinder controls

feed and cutting rate and can be adjusted

for different types and sizes of material

Adjustable stock stop

e Simplified control switches mounted on

saw head

Cast iron quick acting 0°- 45° vise with

manual leadscrew clamping system

Anti-slip hand wheel

Easy blade change with front access at

waist level

1" wide bi-metal saw blade

Tool box, leveling pads and an

additional wire brush

Operation & parts manual

Two (2) year limited warranty

Accessories

P10 Stock Stand Assembly 21" - 30"
RT0516 Roller Table Assembly &' x 16"
RT1016 Roller Table Assembly 10" x 16"
BTO1 Bandsaw Blade Tension Gauge
CSR1 SAWZIT 1 Gallon

CSR2 SAWZIT 2 Gallon

Design and specifications are subject to change without notice.



Speed control and speed chart on
variable speed model KC1016VS

Specifications
Model

KC1016W/KC1016VS

Clausing/Kalamazoo
10" (225mm) Wet Cutting
Bandsaw

Features:

Type

Motor KC1016W

4 Speed Drive

Motor KC1016VS
Variable Speed Drive
Band Wheel Diameter
Blade Size

Bed Height

Blade Speeds Step

Blade Speeds VS
90° Cutting Capacity
Round
Rectangular (H x W)
45° Cutting Capacity
Round
Rectangular (H x W)
Width
Depth
Height (head-up)
Height (head-down)
Net Weight
Shipping Weight
Shipping Dim. (LxWxH)

Horizontal wet cut
1.5 Hp (1kw) 110v or 220v 1 Ph
2 Hp (1.5kw) 230v or 460v 3 Ph

2 Hp (1.5kw) 230v or 460v 3 Ph
15" (381mm) Flanged, Cast Iron
1" x .085" x 11" (27 x .9 x 3350mm)
25" (650mm)

(4) 75, 121, 190, 305 fpm

(23, 37, 58, 93 m/min)

50-295 fpm (15-90 m/min)

10" (250mm)
9" x 14.5" (230 x 368mm)

9" (230mm)

9" x 9" (230 x 230mm)
64" (1625mm)

42" (1067mm)

69" (1752mm)

41" (1041mm)

800 Ibs (363kg)

950 Ibs (432kg)

67" x 31" x 48" (1700 x 787 x 1220mm)

2 Hp (1.5kw) drive motor 230v & 460v

3 Ph models and 1.5 Hp (1kw) drive
motor on 110v & 220v 1 Ph models

4 speed step pulley with worm gear
speed reducer, worm shaft is hardened
and ground (model KC1016W)

Infinity Variable Speed drive

(model KC1016VS)

Totally enclosed transmission
Heawvy-duty hydraulic cylinder with
precision ground hinge support

Pan shaped base with built-in coolant &
hydraulic system

Cast iron bed

Carbide blade guides with roller bearings
Two additional bearings to support blade
from the top

Recirculating coolant system with
application through both guides

Blade brush

Valve controlled hydraulic cylinder controls
feed and cutting rate and can be adjusted
for different types and sizes of material
Adjustable stock stop

Simplified control switches mounted on
saw head

Cast iron quick acting 0°- 45° vise with
manual leadscrew clamping system
Anti-slip hand wheel

Easy blade change with front access at
waist level

1" wide bi-metal saw blade

Tool box, leveling pads and an
additional wire brush

Operation & parts manual

Two (2) year limited warranty

Accessories

P10 Stock Stand Assembly 21" - 30"
RT0516 Roller Table Assembly 5' x 16"
RT1016 Roller Table Assembly 10" x 16"
BTO1 Bandsaw Blade Tension Gauge
CSR1 SAWZIT 1 Gallon

CSR2 SAWZIT 2 Gallon

Design and specifications are subject to change without notice.
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Clausing 12" (305mm) Wet
Cutting Semi-Automatic
Miter Bandsaw

Features:

Specifications

Model

MS1218VS

Drive Motor
Hydraulic Motor
Coolant Pump
Band Wheel Dia.
Blade Size

Bed Height
Vise Opening
Blade Speeds

90° Cutting Capacity
Round
Square
Rectangular
45° Cutting Capacity
Round
Square
Rectangular
Width
Depth/with stock stop
Height (head-up)
Height (head-down)
Net Weight
Shipping Weight

2 Hp (1.5kw) 230/460v 3 phase
0.25 Hp (.19kw)

0.125 Hp (.1kw)

15.4" (391mm)

1" x.035" x 11'-4.5"
(25 x .9 x 3467mm)

21.75" (552mm)

18" (457mm)

80-360 fpm (24-110 m/min)
variable speed

12" (305mm)
10" x 10" (254 x 254mm)
10" x 16" (254 x 406mm)

8" (203mm)

8" x 8" (203 x 203mm)
8" x 12" (203 x 305mm)
75" (1905mm)

34"/49.5" (864/1257)mm)
64" (1626mm)

41" (1041mm)

880 Ibs (400kg)

1,100 Ibs (500kg)

® 0°-45° Miter cutting, make angle cuts
without swinging material to be cut

* 2 Hp (1.5kw) main drive with magnetic
starter and overload protection

* Variable speed drive

» 230/460v 60 cycle 3 phase electricals

* Recirculating coolant system with
application through both guides

* Solid carbide blade guides with rollers

* Quick position vise

* Automatic shut-off at end of cut

» Totally enclosed transmission

e Blade cleaning brush

 Cast iron bed

e 1" (254mm) wide blade

e Stock stop

» Easily adjusted head feed with
power lift

* Two (2) year limited warranty

Accessories

P10
RT0516
RT1016
BTO1

Stock Stand Assembly 21" - 30"
Roller Table Assembly 5' x 16"
Roller Table Assembly 10" x 16"
Bandsaw Blade Tension Gauge

Design and specifications are subject to change without notice.

Cutting Capacities:

Capacity at 90°
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Specifications

Model MS1318SA
Drive Motor 3 Hp (2.2kw)
Hydraulic Motor .25 Hp (.19kw)
Hydraulic Oil Capacity 2 gallons (7.5 liters)
Coolant Motor 125 Hp ((1kw)
Coolant Capacity 7.8 gallons (7.5 liters)
Blade Speeds (Inf. Variable) 102-377 fpm (31-115 m/min)
Blade Size 1Mo 088 1 3-7"
(25 x .9 x 4140mm)
Swivel Angle Range 0° to 60°
Cutting Capacity
Round @ 90° 13" (330mm)
Round @ 45° 11.5" (292mm)
Round @ 60° 8.7" (220mm)
Square @ 90° 10.6" (270mm)
Square @ 45° 10.5" (268mm)
Square @ 60° 8.7" (221mm)
Rectangular @ 90° 18.5" x 10.6" (470 x 269mm)
Rectangular @ 45° 10.5" x 10.5" (268 x 268mm)
Rectangular @ 60° 8.7" x 8.7" (220 x 220mm)
Bed Height 27.5" (700mm)
Dimensions:
Length 75" (1905mm)
Width 34" (863mm)
Height 55.5" (1410mm)
Net Weight 1,400 Ibs (635kg)
Shipping Weight 1,850 Ibs (839kg)

=
Design and specifications are subject to change without notice.

Clausing 13" (330mm)
Semi-Automatic Swivel
Head Miter Bandsaw

Features:

* Advanced hydraulic system provides
dependable power for powered clamping
and raising the saw head at end of cut

e [Full stroke machine vise for tight clamping
of any material from operator’s panel

e Swivel sawhead allows the operator to
accurately pivot head for angle cuts from
0°, for a 90° cut, to 60°

e Carbide blade guides provide excellent
stability for the saw blade

e Variable blade speed

e Power chip brush removes chips from the
blade extending blade life

e Integrated coolant system

¢ Cast iron moveable guide arms provide
rigidity and stability for an accurate cut

e Flushing hose

e Adjustable work stop

* Tool box with tools

e Manual & parts list

e Two (2) year limited warranty

Available in Manual and Automatic Models

Accessories

P10 Stock Stand Assembly 21" - 30"
RT0516 Roller Table Assembly &' x 16"
RT1016 Roller Table Assembly 10" x 16"
BTO1 Bandsaw Blade Tension Gauge

Cutting Capacities:

MS1318SA Capacity at 90°
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Speed control and speed chart on
variable speed model KC12SA

Specifications

Model KC12SA

Motor 5 Hp (3.75 kw), 230/460v 3ph*
Hydraulic Pump Motor 1 Hp (.75 kw)

Hydraulic Qil Capacity 6.5 gallons (25 liters)

Band Wheel Dia. 16" (406mm)

Blade Speeds (Variable speed)

Blade Size
Coolant
Coolant Capacity
90° Cutting Capacity
Round
Rectangular

“*Bundle Cutting Width
“*Bundle Cutting Height
Length

Width

Height (head-down)
Height (head-up)

Bed Height

Net Weight

Shipping Weight

95-395 fpm (30-120 m/min)
1.25"x.042"x12'-6" (32x1x3810mm)
Recirculating

10 gallons (39 liters)

12.75" (300 mm)

12.75" x 12.6" (300 x 320mm)
7.9" x 14.2" (200 x 360mm)
6.5" to 10" (165 to 254mm)
2" t0 8" (51 to 203mm)

32" (812 mm)

75" (1905 mm)

57" (1449 mm)

67" (1702 mm)

26" (660 mm)

1,540 Ibs (698 kg)

1,760 Ibs (798 kg)

Clausing 12" (305mm)
Semi-Automatic Bandsaw

Designed for rugged production use, the
Clausing KC12SA bandsaw offers high
production ocutput and heavy duty
performance in semi-automatic operation.

Features:

® 5 Hp 230/460v 3 ph drive motor

e Semi-automatic operation

e |nfinitely variable blade speeds

* | ED blade speed readout

¢ Vise clamps work piece both sides
of blade

= Powered hydraulic down feed

= Automatic height setting feature

» Auto shutoff at end of cuts

* Blade breakage/stoppage switch

e 110v control circuit

e QOverload protection

e Recirculating coolant system

e Shuttle vise

® (1) general purpose bi-metal blade

* (1) gallon coolant

* Flushing hose for cleanup

e Operator’'s manual

* Two (2) year limited warranty

Accessories

CM1201 Chip Conveyor

CM1202 Hydraulic Bundle Clamps
CM1601 Variable Vise Pressure System
SA13 Heavy-duty Roller Table 5' x 13"
SA12 Heavy-duty Roller Table 10" x 13"
P10 Stock Stand Assembly 21" - 30"

Cutting Capacities:

*Other voltages optional.

Design and specifications are subject to change without notice.

Capacity at 90°
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